ADVISORY NOTES:

Two people are required for safe assembly. Install shelving on a level and secure surface. Avoid soft surfaces like carpet, asphalt or tarmac. We recommend the use of
floor fixings in commercial installations. Chipboard decks are not suitable for external use. Never climb on shelving. For maximum shelf loads please refer to loading
chart. A minimum of 2 shelves per bay is required. The maximum load per bay is 4000Kgs UDL* (Uniformly Distributed Load).

Shelf Supports

Safety Push
Pins

Chipboard |

STEP 1 STEP 2
Check that all components are present. For shelves 2400mm wide and Holding one frame, slot in beam at the required height. Then slot into the
over, you should have 3 galvanised shelf supports per level. other frame at the same height. Ask a colleague to assist if necessary.

Place one shelf support
at each end and one in the
centre of each level.

STEP 3 STEP 4

Repeat step 2 for additional beams. Ensure beams are level and evenly  For shelves 2400mm wide and over, clip 3 shelf supports onto each pair
spaced at each end. Push black plastic pins into the top or bottom holes  of beams. Space the supports evenly for maximum shelf capacity.

of each beam to prevent accidental movement.

For straight runs of
Widespan shelving
use a Chalk line on
the floor as a guide.

STEP 5 STEP 6
Position the chipboard decks onto the beams and supports as shown. Repeat steps 3 to 5 for additional bays. We recommend fixing to
Ask a colleague to assist with larger decks that are heavy. concrete floors using M8 x 75mm expansion fittings.
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MAXIMUM BAY LOAD 4000Kgs

Max.Shelf Capacities UDL* | SAFETY PRECAUTIONS:

Shelf Size Max Load * All weight loadings relate to UDL (uniformly distributed load), the load capacity will be reduced
1800 x 600 800kg UDL if the shelf is loaded unevenly.

1800 x 900 800kg UDL * Do not put on uneven ground.

2400 x 600 550kg UDL | ° Put heavier items on the bottom, lighter items on higher shelves.

2400 x 900 550kg UDL + Chipboard decks not suitable for damp environments.

2700 x 600 475kg UDL | ° Bay joiners recommended with more than one bay.

2700 x 900 475kg UDL * Never climb, hang or lean on shelving.

We recommend a minimum of 2 shelves per bay. Maximum height to first shelf is
* Uniformly distributed load | 1200mm.

Max bay load 4000Kg
ADDITIONAL REQUIREMENTS (for Bays 2500mm high & taller) :
» For commercial installations all frames should be bolted to the floor using M8 x 75mm




